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Single Point Load Cell, Model STSP-2
Model STSP-2 is a single point load cell suitable for several weighing applications
like platform scales, weighing conveyors and all other applications where
a high accuracy is required. 
The load cell is made of anodized aluminum and sealed up to IP67.

Features:
- Capacities from 5 to 100 kg
- High accuracy
- Platform size max. 400 x 400 mm
- Anodized Aluminum

Applications:
- Platform scales
- Weighing conveyors
- Dosing and filling machines
- Packaging machines

Specifications  

Capacities 5 - 100 kg

Rated output (mV/V)  2 ± 0.1

Nonlinearity ± 0.02% FS

Hysteresis  ± 0.02% FS

Repeatability ± 0.01% FS

Creep (30 minutes)  ± 0.02% FS

Zero balance ± 1.00% FS

Temperature Effect on Zero ± 0.02% FS/10°C

Temperature Effect on Output ± 0.02% FS/10°C

Input Resistance (Ω) 410 ± 15

Output Resistance (Ω) 350 ± 3

Insulation Resistance > 5000M Ω

Recommended excitation Voltage 10V (DC/AC) (max 15V DC/AC)

Compensated Temperature Range -10°C to +50°C

Operating Temperature Range -20°C to +60°C

Safe Overload  120% FS

Cable 3 m

Cable Color Code  Input: Red (+) Black (-) Output: Green (+) White (-)

Protection Class IP-67
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