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Stensor S-Type load cell, model STTS-1

Model STTS-1 is a S-type load cell that can be used for several applications
to measure tension and or compression forces. 
Available in alloy and stainless steel, hermetically sealed.
The bi-directional sensor is suitable for single or multiple-cell applications.

Features:
- Capacities from 5 to 20.000 kg
- Nickel plated alloy steel or stainless steel
- Bi-directional (tension and compression)

Applications:
- Crane scales
- Fork-lift scales
- Silo and hopper weighing

Specifications  

Capacities 5 - 20.000 kg

Rated output (mV/V)  2.00 ± 0.005 or 3.00 ± 0.005

Nonlinearity ± 0.02% FS

Hysteresis  ± 0.02% FS

Repeatability ± 0.01% FS

Creep (30 minutes)  ± 0.02% FS

Zero balance ± 1.00% FS

Temperature Effect on Zero ± 0.02% FS/10°C

Temperature Effect on Output ± 0.02% FS/10°C

Input Resistance (Ω) 385 ± 10

Output Resistance (Ω) 350 ± 3

Insulation Resistance > 5000M Ω

Recommended excitation Voltage 10V (DC/AC) (max 15V DC/AC)

Compensated Temperature Range -10°C to +50°C

Operating Temperature Range -20°C to +60°C

Safe Overload  120% FS

Cable 5 m

Cable Color Code  Input: Red (+) Black (-) Output: Green (+) White (-)

Protection Class IP-67 for alloy steel / IP-68 for stainless steel
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Stensor S-Type load cell, model STTS-1

Capacity Size mm Thread

kg A B C mm

5-50 51.0 13.0 64.0 M6x1

100 51.0 19.1 76.0 M10x1.5

250-500 51.0 19.1 76.0 M12x1.75

1-2t 54.0 25.4 76.0 M12x1.75

2.5-5t 76.0 25.4 108.0 M20x1.5

7.5t 100.0 32.0 140.0 M24x2

10t 126.0 50.0 178.0 M30x2

15-20t 140.0 60.0 188.0 M39x2


